
Product Sheet Easy-Vent® Flexi-Stål

1

Right to changes reserved

Description

Outdoor air flows in under the window sill and is directed 
through a duct into the air diffuser mounted on the wall behind 
the radiator.  
At the air diffusers inlet, there is a filter that prevents pollen and 
pollutants from entering the room with the fresh air. The purified 
air flows into the diffuser and is then directed upwards along the 
back of the radiator. In contact with the warm radiator surface, 
the air is effectively preheated before being released at the top 
of the radiator. Comfortable and silent. 
Easy-Vent is based on natural physical principles. The design of 
the air diffuser creates forced convection along the surface of 
the radiator. This, combined with a large temperature difference 
between the radiator and outdoor air, provides very effective 
heat transfer. 
 
Quiet homes

Many tenants are disturbed by traffic noise in their homes. An 
installation with Flexi-Stål significantly reduces the noise. 
 
Product Information

Flexi-Stål is made of hot-dip galvanized steel sheet and pow-
der-coated in white color RAL 9010. The duct in the facade wall 
is made of Aluzinc sheet or galvanized sheet, age-resistant 
materials with very good corrosion properties. Our ducts are 
designed to last the entire life of the building and therefore with-
stand constant climate changes and UV radiation. Flexi-Stål with 
duct is manufactured in Sweden. 
 
Component Details

Duct for installation in window recess is available in two versions

Duct RA Flexi-Stål FB och RB Flexi-Stål FB: 

The duct is delivered custom-made in length and equipped with 
an integrated small animal-proof grille. On the room side, the 
duct is fitted with a mounting plate that is powder-coated in 
white color (RAL 9010). Duct RB is soundabsorbing.

Air diffuser Flexi-Stål FB: The air diffuser is delivered with a  
cleaning hatch and filter. The air diffuser can also be ordered 
with a closable damper. Flexi-Stål FB is delivered powder-coa-
ted in white color (RAL 9010). Note that the diffuser extends 25 
mm out from the wall.

Easy-Vent® Flexi-Stål
Air diffuser installed during window replacement or 
renovation with existing radiators

	› Quiet and comfortable ventilation in older homes

	› Easy and quick installation without removing the radiator

	› Effective noise reduction from surrounding noise

	› Note that the height of the new window must be reduced 
for the intake duct to fit under the window frame

Outdoor air flows in under the window sill and is directed further into a duct that 
opens into the air diffuser. In the diffuser, the outdoor air is filtered and heated by 
the radiator. The clean and warmed fresh air flows into the room at the top of the 
radiator. Comfortable and silent.

The home’s ”old” used air is extracted via the kitchen hood and exhaust diffusers in 
the bathroom. Flexi-Stål continuously supplies fresh air. This creates the necessary 
air exchange. Ingenious, simple, and completely natural.

Radiator

Flexi-Stål with filter och 
cleaning hatch.

Outdoor air flows in 
under the window sill

Flexi-Stål FB is delivered 
with a rectangular duct that is 
custom-made for the current 
window and niche. The duct is 
equipped with an integrated 
grille and opens behind the 
window sill. 
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Dimensions
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445 mm

Air diffuser Flexi-Stål

*) Custom-made to fit the current window section. 
Measurements in parentheses refer to duct RA and RB small

435 (200) mm
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Duct RA Flexi-Stål FB

445 (210) mm
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View towards the facade

475 mm

Sideview

View towards the room

Air diffuser Flexi-Stål small

240 mm
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Soundproof duct RB Flexi-Stål FB

*) Custom-made to fit the current window section. 
Measurements in parentheses refer to duct RA and RB small

435 (200) mm
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3

445 (210) mm
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View towards the facade Sideview

View towards the room

*) *)
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Dn,e,w Duct
Stud wall with 
mineral wool

Concrete

36 RA Flexi-Stål FB X X

40 RB Flexi-Stål FB X X

39 RA Small Flexi-Stål FB X X

43 RA Small Flexi-Stål FB X X

Air diffuser model
Airflow l/s if 

10 Pa

Airflow l/s if 
15 Pa

Flexi-Stål FB 8 10

Flexi-Stål FB Small 6 7

Sound reduction Flexi

The table below shows the reduction index for a complete 
installation consisting of Flexi-Stål FB, duct and radiator.  
The reduction index Dn,e,w ref. 10 m2 is measured according to 
ISO 140-10 and SS-EN ISO 717. Contact Acticon if you wish to 
receive information about current adaptation terms.

Rectangular duct under window sill

Model Flexi-Stål FB

Airflow

The table shows the amount of air supplied at pressure 
drops of 10 Pa and 15 Pa. The values ​​apply to a complete 
installation consisting of Flexi-Stål FB with a basic filter and 
duct RA/RB.

Filter

As standard, the air diffuser are supplied with an efficient 
basic filter made of synthetic fibers. When replacing the 
filter, the cleaning hatch is easily opened and the filter is 
replaced.

Closable damper

Flexi-Stål FB can be supplied with a damper that can be 
set to open or closed position.

The filter should rest against the 
upper sheet metal edge.
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Accessories
For Flexi-Stål FB there are two different ducts to choose from

Acticon AB  •  Sjöåkravägen 30  •  564 31 Bankeryd  •  Tel +46 36-37 07 90  •  www.acticon.eu

2406031

The duct’s mounting plate has pre-drilled holes for fastening to the 
wall, as well as threaded screw holes for securing the air diffuser 
Flexi-Stål. Small animals cannot pass through the ducts’s integrated 
intake grille. 
 
 
 
 

Duct RA

Sound-absorbing duct RB


